KB 460 Kenar Yapistirma (5 Unite)
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KENAR YAPISTIRMA (5 UNITE)

On Freze, Bas-Son Kesme, Alt-Ust Freze,
Radiis Kazima, Polisaj

Pre Milling, Head-End Cutting, Top-Bottom Milling
Radius Scraping, Polishing




KB 460 Edge Banding (5 Unit)

TEKNIK OZELLIKLERI TECHNICAL SPECIFICATIONS

OZIKAR

MAKINA SANAYI

Tutkal Isinma Stresi (Takriben)

20 dk.

Glue Warm Up Time (Approx.)

20 min.

Sikma Kalinhgi

0.40 mm - 3 mm

Clamping Thickness

0.40 mm -3 mm

Sikma Yuksekligi

3 mm -60 mm

Clamping Height

3 mm - 60 mm

Sikilacak Parga Ebatlari

80 mm - 200 mm

Parts to be tightened

80 mm - 200 mm

Calisma Hizi (mm./dk.)

14.000 mm (Til)

Working Speed (mm./min)

14,000 mm (Tulle)

Bas Son Kesme Motor Devri 12000 (dv./Dk) Head End Cutting Engine Speed 12000 (rpm./min)
Freze Devri 15000 (dv./Dk) Milling Motors 15000 (rpm / min)
On Freze Motor Devri 12000 (dv./Dk) Pre Milling Engine Speed 12000 (rpm./min)
Polisaj Motorlari 3000 (dv./Dk) Polishing Motors 3000 (rpm / min)
Kazima Giicl 1 mm Scraping Power 1 mm

Elektrik Glct 7 kW Electric power 11 kW

Rediktor Hizi 23 (dv./Dk) Reducer Speed 23 (rpm / min)
Pinomatik Bar Basinci 6 ATU Pneumatic Bar Pressure 6 ATU

Tutkal Kazan Hacmi 3 Kg. Glue Boiler Volume 3 Kg.

EBATLARI DIMENSIONS

Tutkal Isinma Stresi (Takriben) 4300 mm Glue Warm Up Time (Approx.) 4300 mm
Sikma Kalinlig 1500 mm Clamping Thickness 1500 mm
Sikma Yuksekligi 800 mm Clamping Height 800 mm
Agirlik 1100 kg Weight 1100 kg




